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EUROMATIC RANGE

SUSPENDED GAS FIRED UNIT HEATERS WITH FAN ASSISTED CLOSED COMBUSTION CIRCUIT 14.6kW-70.3kW
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EUROMATIC RANGE

SUSPENDED GAS FIRED UNIT HEATERS WITH FAN ASSISTED CLOSED COMBUSTION CIRCUIT 14.6kW-70.3kW

EUROMATIC range dimensions

MODEL A B | C D E ] G # G #2 H J K L
EURO 50 900 782 570 728 517 | 650 1207 418 636 236 120
EURO 75 900 782 | 570 728 517 | 650 1207 418 636 236 120
T
EURO 85 900 782 570 728 517 640 1207 418 636 236 120
EURO 100 900 782 570 728 517 660 1207 418 636 236 120
EURO 115 1023 782 765 728 711 855 1257 418 636 236 120
EURO 140 1023 782 765 728 711 855 1257 418 636 236 120
EURO 170 1023 782 765 728 711 855 1257 418 636 236 120
EURO 200 1023 782 765 728 711 910 1257 418 636 236 120
EURO 240 1023 1200 765 825 463 910 1257 418 750 502.5 110
NOTES:
(1) G #1 refers to 'F' units. G #2 refers to 'C' units.
(2) Gas Inlet Size - All Units R3/4.
EUROMATIC range specifications
HIGH FIRE LOW FIRE AIR VOLUME MAX DUCT MAIN FAN MOTOR | £xuausT | NOISE
MODEL RESISTANCE | THROW FAN LEVEL | WEIGHT
H STANDARD|  HIGH
OUTPUT | GASRATE | OUTPUT | GAS RATE | STANDARD |  HIGI SToAnoIich MOTOR
kW m/h kW m3/h m®/s m¥/s Pa Pa m kW kW kW dB(A) kg
F N/A N/A 7.3 0.03 0.04 52 98
EURO 50 [ 14.6 1.68 8.80 1.04 0.3108 | 0.4219 0.018
c 204 190 N/A 0.335 0.55 66 110
F N/A N/A 11.0 0.04 0.10 81 28
EURO75 — 22.0 2.66 13.19 1.67 0.4663 | 0.6327 [ —1— : 0.018
G 166 150 N/A 0.335 0.55 67 110
F N/A N/A 12.2 0.04 0.10 61 98
EURO 85 || 24.9 3.01 14.95 1.91 0.5283 | 0.7172 0.018
[ 162 130 N/A 0.335 0.55 67 110
F N/A N/A 15.0 0.10 0.10 58 98
EURO100 [ 29.3 3.53 17.58 2.21 0.6216 | 0.8438 0.018
(o 139 100 N/A 0.335 0.55 67 110
F N/A N/A 15.0 0.10 0.37 60 134
EURO 115 — 33.7 3.98 20.22 2.48 0.7152 | 0.9706 0.018
() 218 150 N/A 0.56 0.75 68 155
F N/A N/A 19.2 0.10 0.37 57 134
EURO140 | 41.0 4.76 24.62 2.96 0.8705 | 1.1813 0.018
(o 212 155 N/A 0.56 1.1 76 155
F N/A N/A 22.8 0.12 0.41 58 134
EURO 170 | 49.8 6.07 29.89 3.83 1.0569 | 1.4347 0.018
(e 145 165 N/A 0.56 1.5 74 155
F N/A N/A - 30.8 0.37 0.5 70 134
EURO 200 || 58.6 6.99 35.17 4.37 1.2436 | 1.6877 0.018
() 74 200 N/A 0.99 1.5 76 155
LF N/A N/A 30.0 0.37 0.5 70 153
EURO 240 | 70.3 8.65 44.82 5.78 1.4925 | 2.0255 0.060
(o 120 40 N/A 0.75 1.5 70 185.3
NOTES:

(1) Electrical supply required 230 volt (3N~ available as an optional extra).

(2) Gas rates for Natural Gas with Net CV of 34.02 mJ/m3.

(3) Throws for guidance only. Calculated on air flow centre line for standard air volume and terminal velocity of 0.25m/s (50ft/m).

(4) Noise levels are fpr standard air volume and at 3m. Free field conditions. No inlet or outlet ducting fitted to Euromatic C models.

(5} Also available for Propane.
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EUROMATIC FLUE SYSTEMS
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Euromatic Flue Components
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Side View

ltem Description Installed Length (mm)

Unit Size

50 - 200 240
1 Terminal Assembly 185
2 Adjustable Length 924 - 535
3 Straight Length 954
4 Straight length 470
5 Adjustable Length 200 - 300
6 90° Inlet air bend N/A
7 Unit connector
8 'Y' Branch 492 678
9 Offsets for /C Units 336

10 90° Bends for vertical system
11 45° Bends for horizontal system
12 Vertical Terminal Assembly

Flue Data

50 - 200 Units - 1.C.A. System 125mm @

50 - 200 Units - Std System 125/200mm &

240 Unit - I.C.A. System™150mm &

240 Unit - Std System 150/250mm &

Minimum clearance for flue system rear of heater to wall or roof.
50 - 200 1.0m: 240 1.3m.

Maximum concentric flue/combustion air duct length.

All units 5.0m.

Horizontal External Combustion Air
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Offsets for /C Units
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45° Bends for horizontal systems
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Model A B Cc D
50-200 237 277 108 148
240 325 365 117 157
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€3 powrmatic
C € Winterhay Lane - liminster - Somerset TA19 9PQ

Tel: 01460 53535 - Fax: 01460 52341

BSI Registered Firm
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