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small and quiet. .. ...a big performer

U

compact sized
indirect natural
gas fired heaters
complete with
atmospheric
burners and

> integral draught

| diverter
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This series of four units are compact floor standing cabinet air heaters that feature atmospheric
gas burners, a clam shell heat exchanger assembly and integral down draught diverter.

A Powrtrol controller is supplied with every heater.

construction

These heaters are fabricated with a wrap around
side panel arrangement. A centrifugal fan as prime
air mover is situated in the base of the heater, below

the clam shell style heat exchanger.

The rear exhaust gas outlets of the heat exchanger
feed directly into the integral draught diverter
mounted on the rear of the heater.

All safety controls are included and there is facility
for summer ventilation.

® Indirect gas fired heater

® Compact size

® Integral draught diverters
@ Natural gas (G20)

» Painted to BS 16-C-37 Reef

Green. Other BS/RAL colours to
special order

accessories/options

e Deep vee filters - 10 P.P.I primary filter to trap
airborne debris.

e Proportional air damper - manual or motorised with
a range of automatic positioning controls

¢ |Inlet duct spigot.

e Screened air intake.

e Larger main fan motors.

e Eurotrol electronic controller.

e Special control arrangements to suit customers
own requirements and central control panels
designed and manufactured for multiple heater
installations.

e Exhaust Fan Damper assembly.

range

The PAG range includes four units and provides heat
outputs of 17.6kW, 23.4kW, 29.3kW and 58.6kW.

Each model is for floor mounting only and is available
in UF and UD variants (U - Upright; F - Freeblowing;
D - Ducted)
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With noise levels ranging from 59dBA to 61dBA
these heaters are relatively quiet in operation.
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technical data

indirect fired warm air cabinet heater

~application

Designed for use in smaller commercial premises,
or in those areas of larger premises where low noise
levels are important. A flue system to outside is
required to exhaust the products of combustion.

dimensional data

MODEL A B C D E F G H J K
PAG 60 682 477 1650 255 220 125 10 389 475 609
PAG 80 682 569 1550 285 220 125 110 494 475 609
PAG 100 682 674 1650 285 220 150 110 599 475 609
PAG 200 682 1200 1550 303 270 200 110 125 460 609

ﬂ O‘t e S (1) All units available either as freeblowing
(/UF) or ducted (/UD).

(2) UD units can have inlet duct spigots fitted
on the rear.

PAG 60-200 UD MODELS PAG 60-200 UF MODELS

FRONT SIDE FRONT SIDE
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performance data

technical data

cas AIR MAXIMUM DUCT RESISTANCE INLET
MODEL OUTPUT RATE VOLUME J— —— CONNECTION WEIGHT
FLOW SIZES

kW m3/h m3/s Pa Pa Gas kg
PAG 60 17.6 2.07 0.3991 72 300 R3/4 151
PAG 80 23.4 2.81 0.4936 72 200 R3/4 161
PAG 100 29.3 3.47 0.5794 72, 300 R3/4 171
PAG 200 58.6 6.86 1.1590 115 SR R3/4 240
n Ot e S (1) Electrical supply required - PAG 60 - 200 230 volt ~.

(2) Gas rates for Natural Gas with Net CV of 34.02 MJ/m3.
. (3) Noise levels are at 3m. Free field conditions.
| !
electrical loadings
FAN MOTOR
MODEL ph STANDARD RUN CURRENT | START CURRENT L.H.P. RUN CURRENT | START CURRENT
kW AMPS AMPS kW RATING AMPS

PAG 60 1 0.335 1.70 4.20 0.550 3.50 6.5
PAG 80 1 0.335 1.80 4.20 0.550 3.50 6.0
PAG 100 1 0.335 2.40 4.20 0.550 4.00 1.0
PAG 200 1 2 x 0.335 2.45 5.00 REFER TO POWRMATIC

installation

PAG air heaters must be installed in accordance with
the relevant regulations and BS 6230:1991.

No air heater shall be installed in a hazardous area
or where there is a foreseeable risk of flammable
particles, gases or vapours being drawn into either
the heated air stream or the air for combustion.
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Winterhay Lane - liminster - Somerset TA19 9PQ - Tel: 01460 53535 - Fax: 01460 52341 - Web: www.powrmatic.co.uk - E-mail: sales@powrmatic.co.uk
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