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This compact heater is designed to burn
untreated waste engine oil.

As such, it's ideally suitable for places like
garages and transport depots that accumulate this
potential supply of free heat in great amounts.

The Powrmatic Waste Qil Heater is fully
automatic, operated by a time clock and a room
thermostat. Among other things this does away with
the need for priming.

The burner is gravity fed, avoiding trouble with
blocked pumps. And the oil is atomised by compressed
air atapressure of 17 p.s.i. supplied from a compressor
with a capacity of at least 60 cu. ft. per hour.

The resultant heat output, given that waste oil has
a gross calorific value of approximately 18,000 Btu/Ib,
is 250,000 Btu/h.
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Should the supply of waste oil run out, the heater
gives the same results with recycled waste oil. And, if
necessary, providing our recommendations are
carried out, 35 sec oil can be used on the same burner.

Whatever the fuel, the Powrmatic Waste Oil
Heater is clean burning, well within the Clean Air Act.

It can be specified for either free-blowing or
ducted operations.

All variants need very little maintenance, and
they’re extremely quiet.

One other standard item is the fan and limit
thermostat with manual over-ride switch. In summer
this over-ride switch allows re-circulation of cool air.

All the accessories, as well as spares,are readily
available and there is a back-up advisory service right
across the country.
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DIMENSIONS & SPECIFICATIONS
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DIMENSIONS
MODEL A B C D E F G H
mm In mm In mm In mm In mm In mm In mm In mm In
250 1085 42% 1085 42% 1800 70% 432 17 255 10 914 36 610 24 180 7
SPECIFICATIONS
Static
Head Pressure
Heat Output Electrical AirDelivery Velocity Available Fan Motor
MODEL kW/HR Btu/h Supply CMH CFM M/H FPM mb WG kW HP
250 733 250,000 380-440v 4980 2900 12,344 675 1.24 0.5 0.75 1.0
AC 3 phase
Single phase units supplied as optional )
Vent Pipe
Main Oil Tank 22mm Mag. Valve Float Switch ;ﬂ:ﬁr; 1tt(3)'p (ngOmm)
Base of oil tank above top of ~ -~ balance oil tank.
balance oil tank for gravity flow.
kD (15mm)
100 mesh oil fﬁr
ACCESSORIES (available at extra cost) Balance
oil tank. ~22mm Gate Valve

The Powrmatic Waste Oil Heater can be supplied

with 100 mesh oil filter, %" mag valve, float switch and

balance tank.

Dead Weight
Fire Valve

\

210" (860mm) Oil Head

For full installation dimensions and technical data see
appropriate Installation and Maintenance Manual and technical
literature available from Powrmatic. Every effort is made to
ensure accuracy at time of going to press, however, the
manufacturer reserves the right to make changes without
further notice.

powrmatic

Do business in the right atmosphere
Powrmatic Limited, Ilminster, Somerset. Tel. 046 05 3535.

22mm Gate Valve

Air Pressure Gauge
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Air from a separate compressor



